DEKORA GROUP

fabr

upholstery

Diosa
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Po6oua wupwuHa / Usable width
Bara / Weight
Cknag / Composition
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EASY
CLEAN

OEKO-TEX®

CONFIDENCE IN TEXTILES

STANDARD 100 ¢

SHO15 127097 TESTEX

Tested for harmful substances.
www.oeko-tex.com/standard100
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MiH. 140 cm
350 r/m2 (£ 5%)
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COMPLIANCE

100% Moniectep / Polyester
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DAVIS

FABRICS

Pesynbrar / Result

MeTopa TectyBaHHA / oga. sum. /
a1 Test method Unit .
OcHoBa / Warp YTik / Weft
Miunictb npm posTtarysaHHi / Tensile strength EN ISO 13934-1:2013 H 1550-1714 485-536
o . . EN 1SO 12947-1:2007; .
CriikicTb Ao ctupaHHa / Abrasion resistance EN 1SO12947-2:2017 Luknis / Revs. 60 000 — 70 000
Miunictb Ha po3pus / Tear growth resistance EN 1SO 13937-3:2002 H 153-169 40-45
Po3cyHeHHs wea / Resistance to seam slippage EN ISO(11389§>IE-S|—)2:2004 MM 2.9-33 2.8-3.2
EN I1SO 12945-2:2021
Crilikictb go nininry / Pilling resistance (2.000) Banis / Grade 4
CsiTni TOHU CepegHi TOHU TemHi ToHn
Criiikictb papbyBaHHAa go csitha / EN ISO 105 Banie / Grade
Colour fastness to light B02:2014-11
5 5 5
Criiikictb papbyBaHHA Ao cyxoro Tepta / :
. EN ISO 105-X12:2016 Banis / Grade 5 4-5 4-5
Fastness to rubbing dry
Crifixicts ¢ap6ysana A0 Bonororo Tept / EN ISO 105-X12:2016 |  Banis / Grade 5 45 5
Fastness to rubbing wet

Heroptouictb / Ignitability

EN 1021-1 BS 5852: p. 1: 1979, pxepeno
3anantoBaHHA O (curapeta) CALTB 117

TecT npoiAeHo, 3aiiMaHHA He BUABIEHO /
Passed — no burning identified

3axucr Big BorHio / Fire Protection

BS 5852: p. 1: 1979, axepeno
3anantoBaHHA 1 EN1021-2 (cipHuK)

[Hopatkosa nocnyra / Additional service

Yepes TeXHONOrYHi yMOBM BUPOBHUYOro Npouecy moske ByTu pisHMUA B BiATIHKAX Pi3HMX NapTii ToBapy.
Due to the technological conditions of the production process, there may be differences in the shades between each production batch.
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